TRASK Suspension Lamp

IMPORTANT: Follow instructions carefully! Save instructions for future reference.
Printable instructions available online at: www.mioculture.com/pdf/trasksuspension.pdf

STEP 1 Fold the leaflets (2 and 3) inward towards the center
of the lamp so that they are at an angle as shown above.
Fold the outer section of the leaflets (3) away from the center
of the lamp to create shades. The inner most leaflets (1) may
be folded inwards or left in place as desired.

STEP 2 Repeat step 1 adjusting all leaflets, leaving a 3/4 in
(2 cm) opening between opposing leaflets to insert and
adhere LED strip.
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STEP 3 Once all the leaflets have been partially closed, instert
one of the screws through the hole along the center of the
lamp. Any of the holes can be used to secure the lamp from
the ceiling. We reccomend using the second hole from the
outside in, for greater stability.
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STEP 4 Hold the screw in place with your finger and thread in
the suspension hardware on the top of the lamp. Tighten the
hardware using a phillips head screw driver. Repeat steps
three and four for the second suspension line.

STEP 5 Remove the adhesive back from the LED light strip
and adhere the strip along the center of the trask lamp
covering the screws. The ends of the LED srtip should sit one
and half inches in from the ends of the lamp.

STEP 6 Wrap your hand around the outside of the lamp and
squeeze each set of the leaflets together so that they cover
and secure the LED light strip. IMPORTANT: Leave the
leaflets on the ends open for connecting the transformer.

STEP 7 Have an electrician install the hardwiring kit. Once
installed, thread the suspension cable through the
suspension hardware. You can adjust the length of the
suspension cable by pressing down the pin on top of the
suspension hardware.

STEP 8 Connect LED plug to the end of the LED Strip. Test
by turning the lamp on. Once the LED strip has been
correctly connected squeeze the end set of leaflets closed to
secure the LED strip and cord.
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STEP 9 Bend the lamp along the segments between the
leaflets to the desired shape. We recommend not bending any
segments beyond a 45 degree angle.
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